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Part 3  C.12.1.1.2	Specific Character Set





Add the following entry to Table C.12-2





Character Set Description�
Defined Term�
ISO registration number�
Number of characters�
Code element�
Character Set�
�
ISO 10646 UTF-8�
ISO_IR 196


�
ISO-IR 196�
128�
G1�
ISO 10646 characters encoded as bytes according to UTF-8�
�
�
�
ISO-IR 196�
94�
G0�
ISO 10646 character code values from 00 to 7F as per UTF-8.�
�



Note:	The ISO 10646 code values from 00 to 7F encoded via UTF-8 are essentially equivalent to the DICOM default Character Repertoire (ISO-IR 6).


Add the following text:





When the value ISO_IR 196 (i.e., ISO 10646 UTF-8) is used for Specific Character Set, then only one value of Specific Character Set shall be present.





Note:	Since ISO 10646 UTF-8 maps to most character sets, there is no need for ISO escape sequences to switch character sets.











Part 5  Section 6





Add the following to the end of section 6.1 “Support of character repertoires”:





In addition, DICOM supports ISO 10646 in the UTF-8 encoding as a character set.





Note	Unicode can be considered a profile of ISO 10646.





Modify the last sentence of section 6.1.1 “Representation Of Encoded Character Values” to read:





Only some Control Characters from the C0 set are used in DICOM (see Section 6.1.3), and characters from the C1 set shall not be used unless ISO 10646 encoded as UTF-8 is selected as the Character Repertoire.  When ISO 10646 is selected as the current Character Repertoire, values from the C1 set are permitted in the character byte stream as defined by the UTF-8 encoding rules.





Modify the last bullet item of section 6.1.2.5.1 “Assumed Initial States” to read:





¾	The primary set of Control Characters shall always be designated as the C0 code element and this shall be invoked in the CL area of the code table.  The C1 code element shall not be used unless ISO 10646 encoded as UTF-8 is selected as the Character Repertoire.  When ISO 10646 is selected as the current Character Repertoire, values from the CR area of the code table are permitted in the character byte stream as defined by the UTF-8 encoding rules.


